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Mega Zenigata (15W - 25W)

Type Part Number CCT (K) Current (mA) Voltage (V)
CRI (Ra)

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

25W Mega-Zeni
(Normal CRI)  

Rθjc = 2°C/W

GW5DLC65M04 6500

700 37

80 82 2600 100 

GW5DLC50M04 5000 80 82 2600 100 

GW5DLC40M04 4000 80 82 2550 98 

GW5DMC35M04 3500 80 83 2450 95 

GW5DMC30M04 3000 80 83 2370 92 

GW5DMC27M04 2700 80 83 2300 89 

25W Mega-Zeni
(High CRI)  

Rθjc = 2°C/W

GW5DGC65M04 6500

700 37

- 90 2080 80 

GW5DGC50M04 5000 - 90 2080 80 

GW5DGC40M04 4000 90 92 2050 79 

GW5DGC35M04 3500 90 93 1970 77 

GW5DGC30M04 3000 90 93 1950 75 

GW5DGC27M04 2700 90 93 1910 74 

15W Mega-Zeni
(Normal CRI) 

Rθjc = 3°C/W

GW5DLA65M04 6500

400 37

80 82 1550 105 

GW5DLA50M04 5000 80 82 1550 105 

GW5DLA40M04 4000 80 82 1520 103 

GW5DMA35M04 3500 80 83 1450 98 

GW5DMA30M04 3000 80 83 1400 95 

GW5DMA27M04 2700 80 83 1350 91 

15W Mega-Zeni
(High CRI) 

Rθjc = 3°C/W

GW5DGA65M04 6500

400 37

- 90 1250 84 

GW5DGA50M04 5000 - 90 1250 84 

GW5DGA40M04 4000 90 92 1230 83 

GW5DGA35M04 3500 90 93 1200 81 

GW5DGA30M04 3000 90 93 1170 79 

GW5DGA27M04 2700 90 93 1150 78 

Mini Zenigata (4W - 10W)

Type Part No. CCT (K) Current (mA) Voltage (mA)
CRI Ra

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

10W Mini-Zeni   
(High CRI)

Rθjc = 5°C/W

GW5BTJ65K03 6500

480 19.6

81 85 690 73 

GW5BTJ50K03 5000 83 87 690 73 

GW5BTJ40K03 4000 83 87 670 71 

GW5BTJ35K03 3500 83 87 650 69 

GW5BTJ30K03 3000 83 87 630 67 

GW5BTJ27K03 2700 81 85 610 65 

7W Mini-Zeni   
(High CRI)  

Rθjc = 6°C/W

GW5BQF65K03 6500

520 13.1

81 84 560 82 

GW5BQF50K03 5000 82 85 560 82 

GW5BQF40KH3 4000 81 84 545 80 

GW5BQF35K03 3500 81 84 545 80 

GW5BQF30K03 3000 80 83 525 77 

GW5BQF27K03 2700 77 80 510 75 

4W Mini-Zeni   
(High CRI) 

Rθjc = 8.5°C/W

GW5BQC65K03 6500

400 9.9

81 84 320 81 

GW5BQC50K03 5000 82 85 320 81 

GW5BQC40KH3 4000 81 84 310 78 

GW5BQC35K03 3500 81 84 310 78 

GW5BQC30K03 3000 80 83 300 76 

GW5BQC27K03 2700 77 80 290 73 

GW5BTC27K03 2700 81 85 245 62 

Double Dome LEDs (0.5W - 0.8W)

Type Part No. CCT (K)
Current 

(mA)
Voltage     

(mA)

CRI Ra Luminous 
Flux (lm)

Efficacy (lm/W)
MIN. TYP.

Double Dome            
0.8W (3 die)  

Rθjc = 25°C/W      

GM2BB65BM0C 6500

220 3.45

80 85 50 66

GM2BB57BM0C 5700 80 85 51 67

GM2BB50BM0C 5000 80 85 52 69

GM2BB45BM0C 4500 80 85 51 67

GM2BB40BM0C 4000 80 85 50 66

GM2BB35BM0C 3500 80 85 48 63

GM2BB30BM0C 3000 80 85 47 62

GM2BB27BM0C 2700 80 85 46 61

Double Dome            
0.5W (2 die) 

 Rθjc = 33°C/W

GM2BB65BMAC 6500

140 3.4

80 85 31 65

GM2BB57BMAC 5700 80 85 32 67

GM2BB50BMAC 5000 80 85 33 69

GM2BB45BMAC 4500 80 85 32 67

GM2BB40BMAC 4000 80 85 30 63

GM2BB35BMAC 3500 80 85 30 63

GM2BB30BMAC 3000 80 85 29 61

GM2BB27BMAC 2700 80 85 28 59

Double Dome LEDs (0.3W - 0.5W) — High Efficacy

Double Dome            
0.5W (3 die) 

 Rθjc = 25°C/W

GM2BB65QK0C 6500

150 3.05

80 83 44 96

GM2BB50QK0C 5000 80 83 47 103

GM2BB40QK0C 4000 80 83 44.5 97

GM2BB35QK0C 3500 80 83 43 94

GM2BB30QK0C 3000 80 83 41 90

Double Dome            
0.3W (2 die) 

 Rθjc = 33°C/W

GM2BB65QKAC 6500

100 3.05

80 83 30 98

GM2BB50QKAC 5000 80 83 31.5 103

GM2BB40QKAC 4000 80 83 30 98

GM2BB35QKAC 3500 80 83 29 95

GM2BB30QKAC 3000 80 83 27.5 90



Phone: 877.343.2181
www.SharpLEDs.com
http://twitter.com/sharpsma

Mega Zenigata (15W - 25W)

Type Part Number CCT (K) Current (mA) Voltage (V)
CRI (Ra)

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

25W Mega-Zeni
(Normal CRI)  

Rθjc = 2°C/W

GW5DLC65M04 6500

700 37

80 82 2600 100 

GW5DLC50M04 5000 80 82 2600 100 

GW5DLC40M04 4000 80 82 2550 98 

GW5DMC35M04 3500 80 83 2450 95 

GW5DMC30M04 3000 80 83 2370 92 

GW5DMC27M04 2700 80 83 2300 89 

25W Mega-Zeni
(High CRI)  

Rθjc = 2°C/W

GW5DGC65M04 6500

700 37

- 90 2080 80 

GW5DGC50M04 5000 - 90 2080 80 

GW5DGC40M04 4000 90 92 2050 79 

GW5DGC35M04 3500 90 93 1970 77 

GW5DGC30M04 3000 90 93 1950 75 

GW5DGC27M04 2700 90 93 1910 74 

15W Mega-Zeni
(Normal CRI) 

Rθjc = 3°C/W

GW5DLA65M04 6500

400 37

80 82 1550 105 

GW5DLA50M04 5000 80 82 1550 105 

GW5DLA40M04 4000 80 82 1520 103 

GW5DMA35M04 3500 80 83 1450 98 

GW5DMA30M04 3000 80 83 1400 95 

GW5DMA27M04 2700 80 83 1350 91 

15W Mega-Zeni
(High CRI) 

Rθjc = 3°C/W

GW5DGA65M04 6500

400 37

- 90 1250 84 

GW5DGA50M04 5000 - 90 1250 84 

GW5DGA40M04 4000 90 92 1230 83 

GW5DGA35M04 3500 90 93 1200 81 

GW5DGA30M04 3000 90 93 1170 79 

GW5DGA27M04 2700 90 93 1150 78 

Mini Zenigata (4W - 10W)

Type Part No. CCT (K) Current (mA) Voltage (mA)
CRI Ra

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

10W Mini-Zeni   
(High CRI)

Rθjc = 5°C/W

GW5BTJ65K03 6500

480 19.6

81 85 690 73 

GW5BTJ50K03 5000 83 87 690 73 

GW5BTJ40K03 4000 83 87 670 71 

GW5BTJ35K03 3500 83 87 650 69 

GW5BTJ30K03 3000 83 87 630 67 

GW5BTJ27K03 2700 81 85 610 65 

7W Mini-Zeni   
(High CRI)  

Rθjc = 6°C/W

GW5BQF65K03 6500

520 13.1

81 84 560 82 

GW5BQF50K03 5000 82 85 560 82 

GW5BQF40KH3 4000 81 84 545 80 

GW5BQF35K03 3500 81 84 545 80 

GW5BQF30K03 3000 80 83 525 77 

GW5BQF27K03 2700 77 80 510 75 

4W Mini-Zeni   
(High CRI) 

Rθjc = 8.5°C/W

GW5BQC65K03 6500

400 9.9

81 84 320 81 

GW5BQC50K03 5000 82 85 320 81 

GW5BQC40KH3 4000 81 84 310 78 

GW5BQC35K03 3500 81 84 310 78 

GW5BQC30K03 3000 80 83 300 76 

GW5BQC27K03 2700 77 80 290 73 

GW5BTC27K03 2700 81 85 245 62 

Double Dome LEDs (0.5W - 0.8W)

Type Part No. CCT (K)
Current 

(mA)
Voltage     

(mA)

CRI Ra Luminous 
Flux (lm)

Efficacy (lm/W)
MIN. TYP.

Double Dome            
0.8W (3 die)  

Rθjc = 25°C/W      

GM2BB65BM0C 6500

220 3.45

80 85 50 66

GM2BB57BM0C 5700 80 85 51 67

GM2BB50BM0C 5000 80 85 52 69

GM2BB45BM0C 4500 80 85 51 67

GM2BB40BM0C 4000 80 85 50 66

GM2BB35BM0C 3500 80 85 48 63

GM2BB30BM0C 3000 80 85 47 62

GM2BB27BM0C 2700 80 85 46 61

Double Dome            
0.5W (2 die) 

 Rθjc = 33°C/W

GM2BB65BMAC 6500

140 3.4

80 85 31 65

GM2BB57BMAC 5700 80 85 32 67

GM2BB50BMAC 5000 80 85 33 69

GM2BB45BMAC 4500 80 85 32 67

GM2BB40BMAC 4000 80 85 30 63

GM2BB35BMAC 3500 80 85 30 63

GM2BB30BMAC 3000 80 85 29 61

GM2BB27BMAC 2700 80 85 28 59

Double Dome LEDs (0.3W - 0.5W) — High Efficacy

Double Dome            
0.5W (3 die) 

 Rθjc = 25°C/W

GM2BB65QK0C 6500

150 3.05

80 83 44 96

GM2BB50QK0C 5000 80 83 47 103

GM2BB40QK0C 4000 80 83 44.5 97

GM2BB35QK0C 3500 80 83 43 94

GM2BB30QK0C 3000 80 83 41 90

Double Dome            
0.3W (2 die) 

 Rθjc = 33°C/W

GM2BB65QKAC 6500

100 3.05

80 83 30 98

GM2BB50QKAC 5000 80 83 31.5 103

GM2BB40QKAC 4000 80 83 30 98

GM2BB35QKAC 3500 80 83 29 95

GM2BB30QKAC 3000 80 83 27.5 90



Phone: 877.343.2181
www.SharpLEDs.com
http://twitter.com/sharpsma

Mega Zenigata (15W - 25W)

Type Part Number CCT (K) Current (mA) Voltage (V)
CRI (Ra)

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

25W Mega-Zeni
(Normal CRI)  

Rθjc = 2°C/W

GW5DLC65M04 6500

700 37

80 82 2600 100 

GW5DLC50M04 5000 80 82 2600 100 

GW5DLC40M04 4000 80 82 2550 98 

GW5DMC35M04 3500 80 83 2450 95 

GW5DMC30M04 3000 80 83 2370 92 

GW5DMC27M04 2700 80 83 2300 89 

25W Mega-Zeni
(High CRI)  

Rθjc = 2°C/W

GW5DGC65M04 6500

700 37

- 90 2080 80 

GW5DGC50M04 5000 - 90 2080 80 

GW5DGC40M04 4000 90 92 2050 79 

GW5DGC35M04 3500 90 93 1970 77 

GW5DGC30M04 3000 90 93 1950 75 

GW5DGC27M04 2700 90 93 1910 74 

15W Mega-Zeni
(Normal CRI) 

Rθjc = 3°C/W

GW5DLA65M04 6500

400 37

80 82 1550 105 

GW5DLA50M04 5000 80 82 1550 105 

GW5DLA40M04 4000 80 82 1520 103 

GW5DMA35M04 3500 80 83 1450 98 

GW5DMA30M04 3000 80 83 1400 95 

GW5DMA27M04 2700 80 83 1350 91 

15W Mega-Zeni
(High CRI) 

Rθjc = 3°C/W

GW5DGA65M04 6500

400 37

- 90 1250 84 

GW5DGA50M04 5000 - 90 1250 84 

GW5DGA40M04 4000 90 92 1230 83 

GW5DGA35M04 3500 90 93 1200 81 

GW5DGA30M04 3000 90 93 1170 79 

GW5DGA27M04 2700 90 93 1150 78 

Mini Zenigata (4W - 10W)

Type Part No. CCT (K) Current (mA) Voltage (mA)
CRI Ra

Luminous Flux (lm) Efficacy (lm/W)
MIN. TYP.

10W Mini-Zeni   
(High CRI)

Rθjc = 5°C/W

GW5BTJ65K03 6500

480 19.6

81 85 690 73 

GW5BTJ50K03 5000 83 87 690 73 

GW5BTJ40K03 4000 83 87 670 71 

GW5BTJ35K03 3500 83 87 650 69 

GW5BTJ30K03 3000 83 87 630 67 

GW5BTJ27K03 2700 81 85 610 65 

7W Mini-Zeni   
(High CRI)  

Rθjc = 6°C/W

GW5BQF65K03 6500

520 13.1

81 84 560 82 

GW5BQF50K03 5000 82 85 560 82 

GW5BQF40KH3 4000 81 84 545 80 

GW5BQF35K03 3500 81 84 545 80 

GW5BQF30K03 3000 80 83 525 77 

GW5BQF27K03 2700 77 80 510 75 

4W Mini-Zeni   
(High CRI) 

Rθjc = 8.5°C/W

GW5BQC65K03 6500

400 9.9

81 84 320 81 

GW5BQC50K03 5000 82 85 320 81 

GW5BQC40KH3 4000 81 84 310 78 

GW5BQC35K03 3500 81 84 310 78 

GW5BQC30K03 3000 80 83 300 76 

GW5BQC27K03 2700 77 80 290 73 

GW5BTC27K03 2700 81 85 245 62 

Double Dome LEDs (0.5W - 0.8W)

Type Part No. CCT (K)
Current 

(mA)
Voltage     

(mA)

CRI Ra Luminous 
Flux (lm)

Efficacy (lm/W)
MIN. TYP.

Double Dome            
0.8W (3 die)  

Rθjc = 25°C/W      

GM2BB65BM0C 6500

220 3.45

80 85 50 66

GM2BB57BM0C 5700 80 85 51 67

GM2BB50BM0C 5000 80 85 52 69

GM2BB45BM0C 4500 80 85 51 67

GM2BB40BM0C 4000 80 85 50 66

GM2BB35BM0C 3500 80 85 48 63

GM2BB30BM0C 3000 80 85 47 62

GM2BB27BM0C 2700 80 85 46 61

Double Dome            
0.5W (2 die) 

 Rθjc = 33°C/W

GM2BB65BMAC 6500

140 3.4

80 85 31 65

GM2BB57BMAC 5700 80 85 32 67

GM2BB50BMAC 5000 80 85 33 69

GM2BB45BMAC 4500 80 85 32 67

GM2BB40BMAC 4000 80 85 30 63

GM2BB35BMAC 3500 80 85 30 63

GM2BB30BMAC 3000 80 85 29 61

GM2BB27BMAC 2700 80 85 28 59

Double Dome LEDs (0.3W - 0.5W) — High Efficacy

Double Dome            
0.5W (3 die) 

 Rθjc = 25°C/W

GM2BB65QK0C 6500

150 3.05

80 83 44 96

GM2BB50QK0C 5000 80 83 47 103

GM2BB40QK0C 4000 80 83 44.5 97

GM2BB35QK0C 3500 80 83 43 94

GM2BB30QK0C 3000 80 83 41 90

Double Dome            
0.3W (2 die) 

 Rθjc = 33°C/W

GM2BB65QKAC 6500

100 3.05

80 83 30 98

GM2BB50QKAC 5000 80 83 31.5 103

GM2BB40QKAC 4000 80 83 30 98

GM2BB35QKAC 3500 80 83 29 95

GM2BB30QKAC 3000 80 83 27.5 90



2011 LED Lineup

A New World of Design Possibilities…with Sharp’s Mega Zenigata
Now, Sharp helps you evolve whole new categories of lighting product into the LED age. Our new, high-power Mega 
Zenigata is one of the industry’s first LED-based solutions for traditional 75W and 150W incandescent, halogen, and 
compact fluorescent bulb applications. The Mega Zenigata delivers all the benefits of typical LEDs, plus Sharp’s signature 
high performance and superb light quality – all in energy-saving 15W and 25W packages. 

Sharp LEDs Deliver the  
Deep Red Dazzle 
Seeing red can be a good thing. Deep reds 
are among the most powerful colors of life, 
whether it’s the mouth-watering image of a 
Red Delicious apple or the natural beauty 
of a dozen red roses. The accurate color 
rendering of deep reds is measured in 
the R9 color spectrum – and while some 
light sources may have a high overall CRI 
value, the critical R9 performance could be 
missing. Sharp uses a special phosphor 
mixture to deliver true-to-the-eye R9 that 
accurately renders “the color of life.” 

A Bolder and Brighter Step 
Forward in LED Lighting
150W of brightness with just 25W of power:  
Sharp’s new Mega Zenigata    

CRI Alone Is Not Enough

SMD High-Brightness LEDs

Part Number
Package Type

(mm)
CCT (K) CRI

Maximum 
Current 

Tested Current 
(TYP.)

Forward  
Voltage (TYP.)

Luminous  
Flux (TYP.)

Luminous  
Intensity (TYP.)

GM5SAE27P0A PLCC2 SMD 2,700 85 30 20 3.2 5 2,000

GM5SAE30P0A PLCC2 SMD 3,000 85 30 20 3.2 5 1,900

GM5SAE35P0A PLCC2 SMD 3,500 83 30 20 3.2 5.1 2,100

GM5SAE40P0A PLCC2 SMD 4,000 83 30 20 3.2 5.1 2,100

GM5SAE45P0A PLCC2 SMD 4,500 83 30 20 3.2 5.2 2,200

GM5SAE50P0A PLCC2 SMD 5,000 83 30 20 3.2 5.2 2,200

GM5SAE57P0A PLCC2 SMD 5,700 80 30 20 3.2 5.2 2,200

GM5SAE65P0A PLCC2 SMD 6,500 80 30 20 3.2 5.2 2,200

GM5BW97330A PLCC4 SMD 5,300 62 30/30/30 20/20/20 3.2 17 6,400

GM5BW97331A PLCC4 SMD 5,000 62 30/30/30 20/20/20 3.2 17 7,000
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CRI Alone Is Not Enough

SMD High-Brightness LEDs

Part Number
Package Type

(mm)
CCT (K) CRI

Maximum 
Current 

Tested Current 
(TYP.)

Forward  
Voltage (TYP.)

Luminous  
Flux (TYP.)

Luminous  
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GM5SAE27P0APLCC2 SMD2,7008530203.252,000

GM5SAE30P0APLCC2 SMD3,0008530203.251,900

GM5SAE35P0APLCC2 SMD3,5008330203.25.12,100

GM5SAE40P0APLCC2 SMD4,0008330203.25.12,100

GM5SAE45P0APLCC2 SMD4,5008330203.25.22,200

GM5SAE50P0APLCC2 SMD5,0008330203.25.22,200

GM5SAE57P0APLCC2 SMD5,7008030203.25.22,200

GM5SAE65P0APLCC2 SMD6,5008030203.25.22,200

GM5BW97330APLCC4 SMD5,3006230/30/3020/20/203.2176,400

GM5BW97331APLCC4 SMD5,0006230/30/3020/20/203.2177,000
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